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UTAH DIVISION OF OIL, GAS AND MINING

REMARKS: WELL £0G._ ELECTRIC LOGS.

FiLe X WATER SANDS—_____ LOCATION INSPECTED —— SUB. REPORT/aBD.
DATE FILED  8_6-79 .
LAND: FEE & PATENTED STATE LEASE NO. puBLIC LEASE NO. [J=-9831 INDIAN
DRILLING APPROVED: 8-$~79
SPUDDED IN:
COMPLETED: PUT TO PRODUCING:
INITIAL PRODUCTION:
GRAVITY A.P.I.
GOR:
PRODUCING ZONES:
TOTAL DEPTH:
WELL ELEVATION: . -
DATE ABANDONED: 3.-1(-80 T.QCATTON ABANDONED WELI NEVER DRILLED
FIELD: San Arroyo 3/486
UNIT:
COUNTY: Grand
WELL NO. Arco 6-1 Ari NO: 43-019-30532
LOCATION T FT. FROM (N) X3 LINE. 885" FT. FROM X (W) LINE. NW NW Ya—Y4 SEC. 6
/Y3
TWP. RGE. SEC. OPERATOR TWP. RGE. SEC. OPERATOR

k 168 | 25F 6 ARCO OIL & GAS COMPANY _
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. ' . : : ICATE® F ed.
. Form 9331 l’r SUBMIT IN Budget Barean “No. 42-R1435.
(Other inst on
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reverse 8
. : . DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL WO,
GEOLOGICAL SURVEY U-9831 7 B
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | & ' Pt Axtonses onnhint nixe
la. TYPE OF .WORK '7 t:;xr-:un—l::u;;'r-;m—;
DRILL (X DEEPEN [ PLUG BACK [] Taw R
b. TYPE OF WELL . St
%l:m gv.«msm orHER 30\55} :(l)xnw ] ;ﬂ:}:::ﬂ'w . | 8. BaBM OB LEASH Nnnfn .
2. NAMR OF OPERATOR ; ~ 17 “ARCO - R
ARCO 0il and Gas Company, Division of Atlantic Richfield Co. 9. WELL "f’ PoounE
3. ADDRESS OF OPERATOR ] =1 = o EEY
1860 Lincoln St., Suite 501, Denver, Colorado 80295 ' -_| 10- FIBLD AND FOOL, OR WILDCAT
4. ﬁc::;?i :r WELL (Report location clearly and in accordance with any State requirements.*) San AFI’OYO
885' FWL & 1193' FNL, Sec. 6-T16S-R25E ' “, ﬁf, :m,’:.:‘o:ﬁ::'f: :
At proposed prod. zone / Z¢7 / -
885' FWL & 1193' FNL, Sec. 6-T16S-R25E sec. 6‘T165’RZSE
14. DISTANCE IN ‘MILES AND DIRECTION FROM NEAKEST TOWN OR POST OFFICK® 12. COUNTY OB Paglsﬂ 13._ STATR
34 miles northwest of Mack, Colo. : » Grand. | Utah .
15. DISTANCE FROM PROPOSED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED Lo
LOCATION TO NEAREST . TO THIS WELL .. TR
l()i‘;sgat’l;)tnoegrlégcsd‘rllém:nl!;!iine if any) 300 697 320 : o R e
18. DISTANCE FROM PROPOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE 'roou; S
TO NEAREST WELL, DRILLING, COMPLETED, - S
OR APPLIED FOR, ON THIS LEASE, FT, - 6970' Rotary : T L
21. ELEVATIONS (Show whether DF, RT, GR, ete.) o] 22. APPROX. DATE WORK WILL START®
8h6h! A - Jduly 30, 1979
. PROPOSED CASING AND CEMENTING PROGRAM ~ © = _ ° . ~- =
SIZE OF HOLE BIZE OF CASING WEIGHT PER FOOT SETTING DEPTH : .~ - QUANTITY OF CEMBENT - :
12-1/k 9-5/8"" -36.0 350 165 sx. - o= o -
8-3/4" 4-1/2" 10.5 6970 330 sx . oot v —

-
s
3
~ ~
Y

It is proposed to drill and complete this well as a Dakota sand gas producer, completlng
the well by gun perforating and fracturing through casing. k

[

Attached are Certified Location Plat, 10 Point Drilling Progrém aquSu;face Uké~and
Operations Plan. S .
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WELL LOCATION

.

1193.0 FT SNL—885.0 FT. EWL.
SECTION 6, T16S, R25E, SLB&M.

t, David L. Bear do hereby certify that this plat
was plotted from notes of o field survey made under my
direct responsibility, ‘supervision ond checking on
July 18 1979 . ' .
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10 POINT DRILLING PLAN

ARCO f#6-1
NW NW Section 6-T16S-R25E
Grand County, Utah

1. Surface Formation: Mesaverde
R o

2. Estimated Formation Tops: Mancos - 2695 Dakota Sand - 6740°
Castlegate - 3030' Cedar Mtn. - 6800'
Frontier - 6360" Buckhorn - 6830!'
Dakota Silt - 6615 Morrison - 6920!

3. Estimated Depth of Hydrocarbon Bearing Formation: Dakota Sand - 6740'

L, Casing Program: Surface casing - 9-5/8" 36# H-40 New STeC, set in 12-1/4"

hole at approximately 350', cemented to
surface with approximately 165 sx neat cmt.

Production casing - 4-1/2'" 10.5# K-55 New ST&C, set im 8-3/4"
hole at T.D. of approximately 6970', cmtd
with sufficient cmt to cover all hydro-
carbon zones based on electric logs &
caliper of hole. Estimated cmt 270 sx
pozzalan cmt & 60 sx neat cmt.

Note: If large quantities of wtr are
encountered while drilling with
gas or air, it may be necessary to

, set a string of protective casing

between 3000-3200' to shut off wtr
so that air or gas drilling may be
continued. This would be 7'' 20# K-55
New ST&C cmtd with approximately 50
sx neat cmt. A 6~1/4" hole would then
be drilled to T.D.

5. Pressure Control: a. After surface csg is set, a double ram type blow out pre-
venter with blind rams and pipe rams will be installed
with minimum working pressure of 2000 psi.

b. A control choke and fill and kill lines with minimum
working pressure of 2000 psi will be installed.

c. A rotating pack off head will be installed above the
blow out preventer to control flow while drilling with
air or gas.

d. The equipment in a. and b. will be pressure tested to
1500 psi before drilling surface pipe cmt, and the blow
out preventer will be tested for operation daily and
during trips.

e. A sketch of the proposed installation is attached (Exhibit #).

6. Drilling Fluids: 0 - 350" Water & gel as required to maintain hole to set
“surface pipe.

350 - 6970' Air or gas.

Note: Excess gas flow or other hole problems may require use of
mud during drilling. Mud materials will be maintained on
location to build muds with wt 8.7-8.9#/gal, vis of 30-L0
sec. API.

7. Auxillary Equipment: a. A kelly cock will be used.

b. A float valve will be run in the drill string above
the bit.

c. A sub with full opening valve will be kept on derrick
floor to stab into the DP when kelly is not in use.

o



10 Point Drilling Plan
ARCO #6-1
Page 2

8. Logging, Coring and Testing: A. Logging

-

Open hole: Dual laterolog & CNL-
FDC with caliper from
T.D. to csg shoe.

Cased hole: Cmt bond with GR in zones

of interest.

B. No mud log or coring is anticipated.

C. No drill stem testing is anticipated.

D. Completion will be by gun perforating the
L4-1/2'" casing and fracing with water based
fluids and proppants dn L-1/2'" csg. A smaller
workover rig may be used to replace drilling
rig during completion operations. After treat-
ment, the well will be placed on production
flowing through 2-3/8" 0D tubing.

9. Abnormal Pressures, Temperature and Potential Hazards:

A. No abnormal pressures or temperatures are expected.

B. No hazardous gas such as HpS is expected.

C. While drilling with gas or air, return fluids will be directed
through the blow line to reserve pit at a point 125' from the
well head. All open fires or ignition sources will be prohibited
on location while gas or air drilling. A pilot flame will be
maintained at the end of the blow line to insure burning of return

gasses which are combustible.

105 Starting Date and Duration:

Start location construction
Move in drilling rig
Drilling time

Completion time

Complete operations

July 30, 1979

Sept. 1, 1979

Approx. 10 days
Approx. 10 days
Approx. Sept. 30, 1979
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Surface Use and Operations‘ln o .

ARCO 0il and Gas Company
ARCO #6-1

NW NW Section 6-T16S-R25E
Grand County, Utah

1. Existing Roads:

L]

A. The attached Certified Location Plat shows the location of the staked
well site. Directional stakes are installed on the location for orientation.

B. The existing access roads to the general area are shown on Exhibit #2.
Primary access is via Highway 6 going west from Mack, Colorado 8.4 miles
to "2 Road", then north on ''2 Road' 16.2 miles to the San Arroyo Gas
Treating Plant. Go past gas plant gate winding up hill 3.1 miles to
Well #2 location. Bear left and go 4.2 miles to microwave keeping to
right. Cross intersection and go 2.3 miles straight ahead to location.

Another access is to go west from Mack, Colorado 15.9 miles, then north
5.6 miles to "T''. Turn left to fork 0.4 miles. Take right fork and go
6.5 miles to intersection past ranch with sign "'East Canyon''. Turn right
and go 3.9 miles to fork "Polumbus' sign. Take right fork and follow main
road 12.4 miles to fork. Turn left and go 1.8 miles to location.

This alternate access may be used as an alternate route especially for the
rig move as there are less sharp switchback turns and grades are somewhat
less than the primary route. Grades do not exceed 8% on either route.

The distance from Mack to the location is 34.2 miles via the primary
access and 46.5 miles via the alternate route.

C. The access roads are color coded on Exhibit #2 and #3.
D. Not applicable since well is development.

E. All existing roads within one mile of the proposed location are shown
in Exhibit #3. This is a development well.

F. The existing roads are in normal passable condition and routinely heavily
travelled by trucks, workers, ranchers and tourists. No changes are con-
templated, but grade maintenance may be required under wet conditions.

2. Planned Access Roads: No new roads are required as location is alongside existing
road.
3. Location of Existing Wells: There are no wells within one mile of this location.

L, Location of Existing and Proposed Facilities:

A. There are no facilities owned or controlled by ARCO 0il and Gas Company
within one mile of the proposed location.

B. New proposed facilities:

1. Upon completion of the well, production facilities will be installed
on the well pad as shown in Exhibit #4.

N

The facility will consist of a choke, gas heater, liquid knockout,
oil storage tank and a gas line tie-in to the existing Mesa Pipeline
gas line which runs near the location. The heater knockout, tank
and well head will be spaced equally 125' from each other. Sizes of
equipment will be based on well completion tests.

3. All construction methods and materials will be to API specifications}

L. A1l facilities will be housed or fenced as required to protect wildlife
from harm.



Surface Use a
ARCO #6-1
Page 2

5. Location

nd Operations 'an .

Plans for rchabilitation of disturbed areas no longer needed for
operations after construction is completed:

1. The reserve pit will be filled after it is dry.
]

2. Areas of the drillsite not required for operations will be
contoured, covered with topsoil and reseeded as specified by B.L.M.

and Type of Water Supply:

A. It is proposed to obtain water from the West Salt Creek drain ditch near
Mack, Colorado. This location is on private land and permits, if required,
will be obtained from the appropriate Colorado state authority. Other
sources of water closer to the location will be investigated and notice
filed of any additional source to be used.

B. Water will be transported via truck over the primary access road described
above. No new roads will be required.

€. No water well is contemplated.

6. Source of Construction Materials: It is not anticipated that any materials for
construction will be required beyond materials
from cut on the location itself.

7. Methods for Handling Waste Materials:

1.

2,

8. Ancillar

Cuttings will be contained and disposed of in reserve pit.

Drilling fluids will be contained and disposed of in reserve pit. When
drilling with air or gas, a dust arresting system will be installed on

the blow line.

Produced fluids will be directed to steel tanks for disposal after testing.

Sewage -~ portable toilet will be provided.

Garbage and other trash will be placed in a trash pit, fenced and Covered
with small mesh wire for burning and burial after completion of work.

When rigs are moved out, all trash and refuse will be disposed of by burial
in the trash pit or by removal from the location. All pits will be filled
after drying and all areas restored as under [tem #10.

y Facilities: No ancillary facilities are anticipated.

9. Well Sit

e Layout:

1.

2.

.

10. Plans fo

Exhibit #5 shows cross sections of the location with cuts and fills.

& 3. Exhibit #6 shows location of mud tanks, reserve pit, trash pit,
pipe racks, soil stockpiles, rig orientation, parking and access.

It is not expected to line pits since very little use of mud is required
and liquid use amounts are expected to be small and readily evaporated.

r Restoration of Surface:

1.

Upon completion of the well, the site will be cleared of all debris, rat
hole and mouse hole filled, and reserve pit and trash pit filled. Areas
not needed for further operations, production, etc., will be reshaped.

R



Surface Use and Operations.an .

ARCO #6-1
Page 3

It.

12.

13.

2. Topsoil will be segregated during site construction and redistributed on
unused areas. The area will be reseceded as directed by B.L.M.

- .
3. Prior to rig release, pits will be fenced and maintained fenced until
dry enough for filling.

L. Any oil accumulation on the reserve pit will be removed.

5. Rehabilitation will commence when drilling operations are completed
about September 30, 1979 and rehabilitation is expected to be completed
by November 30, 1979.

Other !nformation:

1. The site is on a small hill on the south of the existing road. Drainage
is to Dry Canyon to the north and East Canyon to the south. Vegetation
consists of scattered sage, live oak, conifers and some grasses.

2. The lands involved in this area are all owned by the U. S. Government.
There are no other surface uses in the immediate area other than oil
and gas operations.

3. Dry Canyon is the nearest surface water where intermittent water flows
from rain and snow melt. Intermittent water from rain and snow melt
also flows in Easy Canyon to the south. There are microwave towers
about 2.3 miles to the east. There are no other occupied dwellings in
the area. There are no known archeological, historical or cultural
values on the site; however, an inspection will be made by an approved
archaeologist before construction is commenced and this report submitted.

Lessee's or Operator's Representatives:

W. A. Walther, Jr. C. E. Latchem
ARCO 0il and Gas Company ARCO 0il and Gas Company
Division of Atlantic Richfield Co. Division of Atlantic Richfield Co.
1860 Lincoln Street, Suite 501 . 1860 Lincoln Street, .Suite 501
Denver, Colorado 80295 Denver, Colorado =~ 80295

Office: (303) 575-7031 Office: (303) 575-7127

Res: (303) 575-7153 Res: (303) 757-1925

B. J. Sartain
ARCO 0il and Gas Company
Division of Atlantic Richfield Co.
1860 Lincoln Street, Suite 501
Denver, Colorado 80295

Office: (303) 575-7035

Res: (303) 770-7849

Field Representative: ARCO will have a Drilling Representative in the area

at time of drilling. Contact above for name and
location of this representative.

Certification: | hereby certify, that |, or persons under my direct supervision

have inspected the proposed drill site and access route; that | am familia

r

with the conditions which presently exist; that the statements made in this

Plan are, to the best of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be performed by ARCO
0il and Gas Company, Division of Atlantic Richfield Company, and its con-
tractors and subcontractors in conformity with the Plan and the terms and
conditions under which it is approved.

S——

July 20, 1979 !gézfgg?zéé_
Date W. /A, WAlther, Jr.
Opbrations Manager

g
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Y oilandas orintif) . ® wvrwonn

United States Department of the Interior
Geological Survey
. 8440 Federal Building
™ Salt Lake City, Utah 84138

Usua]yEnvironmenta1 Analysis

Lease No. U-9831

Operator ARCO 0i1 and Gas Company Well No. 6-1
Location 885' FWL 1193' FNL Sec. 6 T. 165 R, 25E
County Grand State Utah " Field San'Arroyo
Status: Surface Ownership Public Minerals Federal

Joint Field Inspection Date August 6, 1979

Participants and Organizations:

Mark Smith ARCO
Cory Bodman _ Bureau of Land Management
John Evans - U. S. Geological Survey

Related Envifpnmental Analyses and References:

(1) Book Mountaih Unit Resource Analysis, Bureau of Land ManagemEnt, Utah

' (2)'Wintér Flats Unit Resource Analysis, Bureau of Land Management, Utah

Analysis Prepared by: John\. Evans, Environmental Scientist, Grand Junction

‘ R Q! 5D prS«. g0 Py
Date _August 20, 1979 noTED j%ﬁ-r_» EVANS; IR //W A '
—2 , T T o s
\ g-21-71 | ook 10 % M,
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® '- ‘A No. 4;';-4-79 |

Proposed Action:

On July 24, 1979, ARCO 0il and Gas Company filed an Application for
Permit to Drill the No. 6-1 exploratory well, a 6970' gas test of the
Dakota Formation; located at an elevation of 8464' in the SE/4 NW/4,

Sec. 6, T16S, R25E, on Federal mineral lands and Public surface;
lease No. U-9831.

There was no objection raised to the topographical setting of the *”""’*ﬂ’
-proposed location. The operator was questioned as to the dESirabilliz;*‘42dr<:~
of having drill pad construction and activity over a 12", 500 psi, ¢

gas transmission line. The operator preferred the "as staked" location.

A rotation of drill pad and/or moving the Tocation 50' south was s—""
recommended by the U. S. Geological Survey and the Bureau of Land oo
Management representative. The pipeline is operated by Mountain Fuel

for Mesa Pipeline Company, a subsidiary of ARCO.

The operator has supplied his plan for dealing with the pipeline.in . >
Sundry Notice dated August 13, 1979. The operator's plat indicatefﬂﬁdvﬂfaa,, P
that the proposed wellsite is a minimum of 115' from well head as &

staked. It appears a simple rotation of drill pad would avoid fencing

of f portions of drill pad. This would reduce NE corner of drill pad

and increase the fil1l in the SW corner of reserve pit. The increased

fill in reserve pit could be offset by digging pits deeper. The area

"lost" to operations is probably in less critical area than area proposed

to be fenced off. The operator pointed out the type rig was not known

and the layout is the maximum required. The surface disturbance, while
"unused" in fence area would be required for wasting of cut materials.

The following alternatives are presented to the District Engineer:

1) Approve operations plan as amended by Sundry Notice’
: dated August 13, 1979.

yo 3
2) Rotate drill pad. o};dw/”i‘”
3) Move location 50' south and align drill pad with ik T;g,a?*vj
pipeline. (A move will require additional cuts | S i

and fills as topography slopes to south.)

The operator's lease expires September 30, 1979. Please reference
unavoidable delays in processing documented in well file memo dated
August 8, 1979, and BLM to USGS letter of August 9, 1979.

A rotary rig would be used for the drilling. An adequate casing and
cementing program is proposed. Freshwater sands and other mineral-

bearing formations would be protected. A Blowout Preventor would be -

used during the drilling of the well. The proposed pressure rating

should be adequate. Details of the operator's NTL-6 10-Point Subsurface
Plan is on file in the U.S.G.S. District Office in Salt Lake City, Utah,

and the U.S.G.S. Northern Rocky Mountain Area Office in Casper, Wyoming. ;
The 13-Point Surface Protection Plan is on file in the District Office w T
in Salt Lake City, Utah. , ~ yy Svo R 7,, :

NOTED JOHN T, EVANS, JR. et
-1- '



. _ | | ‘A No. _474-79

A working agreement is pending with the Bureau of Land Management, —

the controlling surface agency. Rehabilitation plans would be decided
upon as the well neared completion; the Surface Management Agency would
be consulted for technical expertise on those arrangements.

The operator proposes to construct a drill pad 160' wide x 280' 1ong|anq
a reserve pit 20' x 160'. A new access road would be constructed 18' wide
x 50' long from an existing and improved road. The operator proposes to

construct production facilities on disturbed area of the proposed drill pad.

If production is established, plans for a gas flowline would be submitted
to the appropriate agencies for approval. The anticipated starting date
is August 1979 and duration of drilling activities would be about 20 days.

‘Location and Natural Setting:

The proposed location is approximately 34 miles NW of Mack, Colorado, the

nearest town. A fair road runs to within 50 feet of the location. This
well is in the San Arroyo Field.

Togograghz:

The proposed location is on a east-west trending ridge peak. This ridge
is a surface water divide to the Colorado River on the south and the
White River on the north. The ridgetop is relatively flat while
dropping to north and south on the edges of the ridge.

Geology:

The surface geology is Mesa Verde. The soil is sandy clay and rocks
derived from decomposed Mesa Verde Formation. No geologic hazards are
known near the drillsite. Seismic risk for the area is minor. Anticipated
gologic tops are filed with the 10-Point Subsurface Protection Plan.

Approval of the proposed action would be conditioned that adequate and
sufficient electric/radicactive/density logging surveys would be made

to locate and identify any potential mineral resources. Production
casing and cementing would be adjusted to assure no influence of the
hydrocarbon zones through the well bore on these minerals. In the event
the well is abandoned, cement plugs would be placed with drilling fluid
in the hole to assure protection of any mineral resources.

The potential for loss of circulation would exist and is possible in the
sandstone units of the Mesa Verde. Loss of circulation may result in

the lowering of the mud levels, which might permit exposed upper formations
to blow out or to cause formation to slough and stick to drill pipe. A
loss of circulation would result in contamination due to the introduction
of drilling muds, mud chemicals, filler materials, and water deep into

the permeable zone, fissures, fractures, and caverns within the formation
in which fluid loss is occurring. The use of special drilling techniques,
drilling muds, and lost circulation materials may be effective in
controlling lost circulation.

=24/0TED JOHN T, EVANS, JR.



EA No. _474-79
o

A geo1ogic review of the proposed action has been furnished by the Area
Geologist, U. S. Geological Survey, Salt Lake City, Utah.

The operator's drilling, cementing, casing and blowout prevention
programs have been reviewed by the Geological Survey engineers and
determined to be adequate.

Soils:

No detailed soil survey has been made of the project area. The §0p§o1ls
in the area range from a sandy clay to a clay type soil. The soil is
subject to runoff from rainfall and has a high runoff potential and
sediment production would be high. The soils are mildly to moderately

alkaline and support the salt-desert shrub community. The pinyon-juniper
association is also present.

Topsoil would be removed from the surface and stockpiled. The so!1 wou1d
be spread over the surface of disturbed areas when abandoned to aid in
rehabilitation of the surface. Rehabilitation is necessary to prevent
erosion and encroachment of undesired species on the disturbed areas.

The operator proposes to rehabilitate the location and access roads per
the recommendations of the Bureau of Land Management.

Approximately two acres of land would be stripped of vegetation. This
would increase the erosional potential. Proper construction practice,

construction of water bars, reseeding of slope-cut area would minimize
this impact.

Air:

No specific data on air quality is available at the proposgd ]ocat1on.
There would be a minor increase in air pollution due to emissions from
rig and support traffic engines. Particulate matter wou]d increase due
to dust from travel over unpaved dirt roads. The potent1a] for increased
air pollution due to leaks, spills, and fire would be possible.

Relatively heavy traffic would be anticipated during the drilling-operations
phase, increasing dust levels and exhaust pollutants in the area. If the
well was to be completed for production, traffic would be reduced
substantially to a maintenance schedule with a corresponding decrease of
dust levels and exhaust pollutants to minor levels. If the project results
in a dry hole, all operations and impact from behicular traff1c would cease
after abandonment. Due to the limited number of service vehicles and

limited time span of their operation, the air quality would not be
substantially reduced.

Toxic or noxious gases would not be anticipated. Operator is to control
dust from drilling operations by misting or other acceptable methods.

Roads were "powder dry" and probably will require watering during rig
move in if dry condition persists along pitch grades.

'3'Nﬁf?ﬁﬂkﬁﬁ€T.EVAN3.JR-
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Precipitation:

Annual rainfall should range from about 12 to 15" at the proposed location.
The majority of the numerous drainages in the surrounding area are of a

non-perennial nature flowing only during early spring runoff and during
extremely heavy rainstorms.

The area is 1in winter shutdown area. No new surface disturbance with

snow on ground. Maintenance and drilling activity permitted only on
existing disturbed areas.{'ﬁmﬁ u.uur‘}g

Winds are medium and gusty, occurring predominantly from west to east )
but vary with topography. The climate is semiarid with abundant sunshine,

hot summers and cold winters with temperature variations on a daily and
seasonal basis.

Surface Water Hydrology:

Drainage flows to East Canyon, a subdrainage element of the Cg]orado
River. Proposed location is on surface water divide. Any spills
leaving location would be very difficult to clean up due to topography.

Some additional erosion would be expected in the area since surface
vegetation would be removed. If erosion became serious, drainage systems
such as water bars and dikes would be installed to minimize the problem.
The proposed project should have minor impact on the surface water systems.
The potentials for pollution would be present from leaks or spills. The
operator is required to report and clean up all spills or Teaks.

Groundwater Hydrology:

Some minor pollution of groundwater systems would occur with the.
introduction of drilling fluids (filtrate) into the aquifer. This
is normal and unavoidable during rotary drilling operations. The )
potential for communication, contamination, and commingling of formations
via the well bore would be possible. The drilling program is designed
to prevent this. There is need for more data on hydrologic systems in
the area and the drilling of this well may provide some basic information
as all shows of fresh water would be reported. Water production with the
- 9as would require disposal of produced water per the requirements of
NTL-2B. The depths of freshwater formations are listed in the 10-Point
Subsurface Protection Plan. The pits would be unlined. If fresh water
should be available from the well, the owner or surface agency may
request completion as a water well if given approval.

Soils may be fractured and unsuitable for reserve pit construction.
Operator to line pits if unstable soils are encountered.
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Vegetation:

Plants in the area are of the salt-desert shrub types grading to the
pinyon-juniper association.

Proposed action would remove about two acres of vegetation. Removal of
vegetation would increase the erosional potent1a1 and there wgu]d be a
minor decrease in the amount of vegetation available for grazing.

The operator proposes to rehabilitate the surface upon completion of
operations.

Wildlife:

A Bureau of Land Management clearance on rare and endangered species is
pending. The fauna of the area consists predominantly of mu1e deer,
coyotes, rabbits, foxes, and varieties of small ground squ1rre]s.and
other types of rodents and various types of reptiles. The area is used
by man for the primary purpose of grazing domestic livestock and sheep.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

Social-Economic Effect:

An on the ground surface archaeological reconnaissance would be required
prior to approval of the proposed action. Appropriate c1earancgs would
then be obtained from the surface managing agency. If a historic
artifact, an archaeological feature or site is discovered during
construction operations, activity would cease until the extent, the
scientific importance, and the method of mitigating the adverse effects
could be determined by a qualified cultural resource specialist.

There are no occupied dwellings or other facilities of this nature in
the general area. Minor distractions from aesthetics would occur over
the lifetime of the project and are judged to be minor. All permanent
facilities placed on the location would be painted a color to blend in
with the natural environment. Present use of the area is grazing,
recreation, and oil and gas activities.

Noise from the drilling operation may temporarily disturb wildlife and
people in the area. Noise levels would be moderately high during
drilling and completion operations. Upon completion, noise levels
would be infrequent and significantly less. If the area is abandoned,
noise levels should return to pre-drilling levels. :

The site is not visible from any major roads. A penthouse view north

and south of the general region can be enjoyed from the proposed
drillsite.

The overall effect of oil and gas drilling and production activitx is
significant in Grand County but it is difficult to assess the environ-
mental impact of a single well on state and/or national levels. However,

“Be o penan i
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if said well was to produce in sufficient quantity, additional development

wells might be anticipated. This additional development, in turn, would
lead to greater environmental and socioeconomic consequences.

Should the wellsite be abandoned, surface rehabilitation would bg done'
according to the surface agency's requirements and to USGS's sat1sfact1on.
This would involve leveling, contouring, reseeding, etc., of the location
and possibly the access road. If the well should produce hydrocarbons,

measures would be undertaken to protect wildlife and domestic stock from
the production equipment.

Proposed Tocation is in proposed wilderness study area. The Burequ qf
Land Management will determine if activity is permissible. An existing
gas pipeline crosses proposed drill pad. The District Engineer would
determine if adequate safety precautions have been proposed.

There are no other national, state, or local parks, forests, wildlife
refuges or ranges, grasslands, monuments, trails or other forma]ly
designated recreational facilities near the proposed location.

The proposed location is within the Winter Flats Planning Unit. This
Environmental Assessment Record was compiled by the Bureau of Land

Management, the surface managing agency of the Federal surface in the area.

The study includes additional information on the environmental impqct of
0oil and gas operations in this area and gives land use recommendations.

The E.A.R. is on file in the agency's State offices and is incorporated
herein by reference.

Waste Disposal:

The mud and reserves pits would contain all fluids used during Fhe
drilling operations. A trash pit would be utilized for any so11d
wastes generated at the site and would be buried at the comp]etlon of
the operations. Sewage would be handled according to State sanitary
codes. For further information, see the 13-Point Surface Plan.

Alternatives to the Proposed Action:

1) Not Approving the Proposed Permit--The 0i1 and Gas Lease graqts the
lessee exclusive right to drill for, mine, extract, remove and dispose
of all oil and gas deposits. Under leasing provisions, the Geological
Survey has an obligation to allow mineral development if the environmental
consequences are not too severe or irreversible. Upon rehabilitation of
the site, the environmental effects of this action would be substantially
mitigated, if not totally annulled. Permanent damage to the surface and
subsurface would be prevented as much as possible under U.S.G.S. and
other controlling agencies' supervision with rehabilitation p]qnn1ng
reversing almost all effects. Additionally, the growing scarcity of

0i1 and gas should be taken into consideration.
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2) Approve application with modifications or stipulations as necessary
to reduce the environmental impact.

a) Operator to control dust from drilling operations (blooie
discharge) by misting or other acceptable methods.

b) If unstable soils are encountered during construction gf
reserve pit, the operator would line pit. Operator responsible
to ensure a tight and stable reserve pit.

c) District Engineer to select option to approve APD as
submitted, rotate pad, or move 50'.

d) Subject to BLM stipulations and plant and animal clearance.

Adverse Environmental Effects Which Cannot Be Avoided:

Surface disturbance and removal of vegetation from approximately two
acres of land surface for the lifetime of the project which would

result in increased and accelerated erosional potential. Grazing would
be eliminated in the disturbed areas and there would be a minor and
temporary disturbance of wildlife and livestock. Minor induced air
pollution due to exhaust emissions from rig engines of support traffic
engines would occur. Minor increase in dust pollution would occur due
to vehicular traffic associated with the operation. If the well is a
gas producer, additional surface disturbance would be required to install
production pipelines. The potential for fires, leaks, spills of gas, oil
or water would exist. During the construction and drilling phases of the
project, noise levels would increase. Potential for subsurface damage
to freshwater aquifers and other geologic formations exists. Minor
distractions from aesthetics during the lifetime of the project would
exist. If the well is a producer, an irreplacable and irretrievable
commitment of resources would be made. Erosion from the site would
eventually be carried as sediment in the Colorado River. The potential
for pollution to the East Canyon would exist through leaks and spills.

If well is a producer, other development wells would be anticipated with
substantially greater environmental and economic impacts.
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Determihation:

T@i§ requested action does not constitute a major Federal action sig-
nificantly affecting the environment in the sense of NEPA, Sec. 102(2)(C).

'

Date / - District Engineer 1
U. S. Geological Survey
Conservation Division
0i1 and Gas Operations

Salt Lake City District
Subject to Letter 8/24/79
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4 SUBMIT IN TRIPLICATE®*

L..TED STATES (Other instry 3 on

Fofm 9-331C
{May 1863)

Form approved.
Budget Bureau No. 42-R14205.

DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

«

LEASE DESIGNATION AND BERIAL NO.

9831

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

6. IF INDIAN, ALLOTTER OR TRIBE NAMBE

— e e e sman e

DEEPEN [

b. TYPE OF WBLL

7. UNIT AGHEEMENT NAME |

SINGLE
ZONE

G4AS8
WELL

1a. TYPE OF WORK
DRILL [¥ PLUG BACK [

[‘ﬁ MULTIPLE
. NAME OF OFPERATOR

OIL [:] m

OTHER

. FARM OR LEASE NAME

"ARCO -

ZONE
ARCO 0il and Gas Company, Division of Atlantic Richfield Co.

ADDRESS OF CPERATOR

3.

9. WELL 1\0

1860 Lincoln St., Suite 501, Denver, Colorado 80295

. LOCATION OF WRLL (Report loeation clearly and in accordance with any State requiremenis.®)

10. me AND POOL, OR WILDCAT

San Arroyo .

At surface
885' FWL & 1193' FNL, Sec. 6-T1(3-R25E NwN

At proposed prod. zone

885' FWL & 1193' FNL, Sec. 6-T16S-R25F

11, sEC,, 7., R., M., OR BLK.

AND

Sec. 6- TI6S RZEF

SUBVE Y OB AREA

14. DISTANCE IN MILES AND DIRECYION FROM NEAREST TOWN OR FOST OFFICE®

34 miles northwest of Mack, Colo.

12.‘ COUNTY. OR PARISH | 13. STATE

Utah

Grand -

16. NO. OF ACKES IN LEASE

697

DIST&ANCE FROM PROPOSED?

LOCATION TQ NEAREST

PROPERTY OR LEASE LINE, FT.

(Also to nearest drlg. unit lin if any)

15,

900"

17. NO. OF ACRES ASSIGNED -
TO THIS WELL . =

© 320

N

DISTANCE FROM PROPOSED LOCATION?®
TG NEAREST WELL, DRILLING, COMILETED,

18. 19. PROPOSED DEPTH
OB APPLIED FOK, ON THIS LEASE, FT.

20. ROTARY OR CABLE TOOLS:

Rotary

6970!
ELEVATIONS (Show whether DF, RT, GR, ete.)

21.

22, APPROX. DATE WORE WILL START*

~July 30, 1979

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SlZE OF CASING WEIGHT PER FOOT SETTING DEPTH N <

Q[‘ANT!TY OF CEMENT

12-1/4% 9-5/8" 36.0 350

165 Sxe -

»'.g e

8-3/4" h-1/2" 10.5 6970

330 sx. - ? i

Attached are Certified Location Plat,
Operations Pian. = -

IN ABOVE SPACE DESCRILE PROPOSED PROG
zone. If proposal is lo drill or deepen<
preventer program, if any.

10 Point Drilling Program and’

g deepen or plug back glve data on present productive zone and pronosed new. productlve

Give blowout

21, \\' N
7 ‘ July 20, 1979
ctonen L7 e ’j‘h‘ax\ ms_ Operations Manager parn uly 20, I
{This space for Federsl or State oftice ;{se}
-«u_—/‘/
PERMIT NO. APPROVAL DATE
APFROVED BY TITLE DATR

CONDITIONS OF APPROVAL, IF ANY :

*See lnstructions On Reverse Side
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STATE OF UTAH _
DIVISION OF OIL, GAS, AND MINING

** FILE NOTATIONS **
Date: &@%@ 30 / 979
Operator: éW

Well No: __ Aty G- /
Location: Sec. _fp T. JGS R _ﬁéCounty ,H/m/ﬂ/i/

File Prepared: / / Entered on N, . D.: [ /
Cand Tndexed: / / Completion Sheet: / /

\/API.Numbu: 42_0lG- 2053~

- CHECKED BY:

Administrative Assistant:

Remarks: )

Petroleum Engineer:%y%’w_ 5-3- Vs
Remarks:

Director: i;—///‘
Remarks:

INCLUDE WITHIN APPROVAL LETTER:

Bond Requined: / / Swwey Plat Requined: [ /
Onder No. /4‘2 -3 3,%/ 73 Su/cﬁa.ce, Casing Change /

v
Ru,ee C-3{c), Topographic excepiion/company owns or controls ammge
within a 660" radius of proposed saite [/

0.K. Rule C-3 / / 0.K. In Unit
Othen:

/ . [ Letten Written/Approved



2. DISTRICT ENGINEER, O&G, T LAKE CITY, UTAH

JECT: APD. MINERAL EVALUATION $WPORT LEASE L‘j* 983/
RaTorR: _Acca Oil and Gas (s, Division of Miankee RichGilwers, o. _ 6~
ATION: X NW X NW ksec. o, T. _JbS , R, 25E, SLPm
| Grand county,  Utah
] Geeen Piver —suefuce Datum
Stratigraphy: W&Scddr\ Aoy 47s00
‘ Mesavede ottt + (g SO
Mancos 324y +S200
CasHegate B¢y AuUgIS
‘Dakom, 1264 + w0
Cedar N We4 oo
Buckharn I+ 460
. Mo rison U564 +900
Fresh Water:

NO woder wells 1n area. Aprov. 16 mikes o tha Sodth, Fresh
water hgg bﬁ'ﬁﬂ Cepofted from the Cagtle Sc. In 4his

test bresh water will prebably be Prrseidto-the top OF the Mancas.
Leasable Minerals: _ '

| \falua(ala prospec'*.tc‘Jc‘y for coal W The Neslen boemakion
oF te Mesaverde Groop. The fowr ceal zones Should be

Ih the interval 24a00-3>2507,

Additional Logs Needed: ane

Potential Geologic Hazards: pNjgne AY\HLI(:M‘EG(.

ﬁefereﬁces and Remarks: (JSGS. Byil 957
n\af. T3
ULes. Fles . SLe, Utah

Imile Netth of San frroys KES.
gnature: U) @M}/?’mﬁfé’;@i Date: / '30_ - 77







SCOTT M. MATHESON
Governor

OIL, GAS, AND MINING BOARD

CHARLES R. HENDERSON

GORDON E. HARMSTON STATE OF UTAH Chairman
Executive Director,
NATURAL RESOURCES DEPARTMENT OF NATURAL RESOURCES JOHN L. BELL
DIVISION OF OIL, GAS, AND MINING CT-HR:D‘: s-'w’gg')'(“
CLEON B. FEIGHT 1588 West North Temple CONSTANCE K. LUNDBERG
Director Salt Lake City, Utah 84116 EDWARD T. BECK
(801) 5335771 E.STEELE McINTYRE

August 6, 1979

Mco 04L and Gas Company
Division of Atlantic Richgield
1850 Lincoln St., Suite 501
Denver, CO 80295

Re: Arco 6-1
Sec. 6, T. 16S., R. 25E.
Gnand County
Dean Sin:
Insofar a8 this office is concerned, approval to dnill the above
neferred. to well 45 hereby granted in accondance with the Onder issued
in Cause No. 149-3 dated Marnch 14, 1973.

Shoutd you determine that it will be necessary to plug and abandon
this well, you are hereby nequested to immediately notify the following:

MICHAEL T. MINDER - Geological Engineer
HOME: 876-3001
OFFICE: 533-5771

Enclosed please gind Form 0GC-8-X, which is to be completed whether
orn not water sands (aquifers) are encountered duning dnilling. You'
cooperation in completing this form will be appreciated.

Further, it 48 nequested that this Division be notified within 24
houns after dnilling operations commence, and that the drnilling contracton
and nig number be identified.

The API number assigned to this well 4is 43-019-30532.

Sincerely,
DIVISION OF OIL, GAS AND MINING

MICHAEL T. MINDER
GEOLOGICAL ENGINEER

MTM/ 20k
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United States Department of the Interior

GEOLOGICAL SURVEY

Conservation Division
8440 Federal Building
Salt Lake City, Utah 84138

August 24, 1979

Mr. W. A. Walther, Jr.

Operations Manager

ARCO 0i1 and Gas Company

Division of Atlantic Richfield Company
1860 Lincoln Street, Suite 501

Denver, Colorado 80295

Re: Application for Permit to Drill
Well No. 6-1
Sec. 6, T. 16S, R. 25E
Grand County, Utah
Lease No. U-9831

Dear Mr. Walther:

Your Sundry Notice dated August 13, 1979 proposes a Revision of Surface
Use Plan for the referenced well. Your revision shows a portion of the
drill pad overlaying a 12" 500' psi OP gas line by 40' or 50' in the NWy
of the pad. This overlap places a small area of the disturbed area for
the proposed drill pad over the pipeline route; however, it would be
preferred to avoid any surface disturbance over the gas pipeline.

Accordingly, approval of this Application for Permit to Drill is conditioned
that the drill pad as proposed, be rotated counter-clock-wise to parallel
the pipeline and moved southwesterly 50 feet. The only surface disturbance
permitted over the pipeline route is the 30' wide fi1l across the

pipelite route for your access. The proposed staking and fencing would

also apply.

Sincerely,

E. W. Guynn
District Engineer

Supplement to EA # 474-79



Mgrch 3, 1980

Arco 01l and Gas Co. '

~ Division of Atlantic Rlchfield
1860 Lincoln St.

Suite 501 '

‘Denver, Colorado 80295

RE: Well No. Arco 6-1 |
Sec. 6, T. 16S, R, 25E.
Grand County, Utah

Gentlemen:

In refurence to above mentioned well, considerable time has gone
by since approval was obtained from this office.

This office has not recelved any notification of spudding. If you do
not intend to drill this well, please notify this Division. If spudding
or. any other activity has taken place, please send necessary forms. If we
do not hear from your company within fifteen(l5) days, we will assume you do
not intend to drill this wéll and action will be taken to terminate the appli-

cation. If you plan on drilling this location at a later date,.please notify E
as -such. ' '

, Your prompt attention to the above will be'greatly appreclated.
’ Very truly yours,
DIVISION OF OIL, GAS, AND MINING -

HIIGC/ CLaZQAé

JANICE TABISH
CLERK TYPIST
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UNITED STATES 5. LEASE iz L&‘% g L) 5
DEPARTMENT OF THE INTERIOR U-9831 ¢ : ze = %13
GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
- = = TEF® O >
SENT N W Zos
SUNDRY NOTICES AND REPORTS ON WELLS 7. U’:‘_'T ’_‘GR_EE"?F('-;.E”?ME = fey
(Do not use this form for proposals to drill or to deepen or plug back to a different ,: = = z = 5 LS
reservpir, Use Form 9-331~C for such proposals.) 8. FARM OR LEASE'NAME ¢ 2“?%
Biwa z "2
1. oil 0 gas ) ARCO EE‘%, gz g3 -
well weli other : 9. WELLNO. & =5 = - g 27
2. NAME OF OPERATOR ARCO Oil and Gas Company, - 6fLz8 o %¥eg
Division of Atlantic Richfiéld Company | 10. FIELD OR WILDCAT NAMES =2 &
3. ADDRESS OF OPERATOR San Arrovor - - 73
P. O. Box 5540, Denver, Colo. 80217 11. SEC., T., R., Ni.ZORBLK. AND SURVEY OR
S Eoe
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA 488 § kEvs
below.) Sec. 6=T168-RI5Eisc,
R 1} ]
AT SURFACE:  885' FWL & 1193' FNL,Sec. 6 | 12 COUNTYOR EAB'QFQ 13.2STATE T &
:; ;rgrA:Roo. INTERVAL: * pny . same Grand =yF% gtahi > 2
DEPTH: AppxX. same 14. API NO. E § 2 §,§-§ g
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, Sez2 o o Te—x
REPORT, OR OTHER DATA 15. ELEVATIONS SHOW DF,-KDB, "AND_WD)
8464' GL'(Uihgraded)’®
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF: Te-& - vood
TEST WATER SHUT-OFF [ O o558 & Z2&s
FRACTURE TREAT O O 8522 £ §3%54
SHOOT OR ACIDIZE O OJ e¥<% 8 goBE
REPAIR WELL O O (NOTE: Report resdit3-of rultiplécompietion-or zone
PULL OR ALTER CASING [] O change oncFormy £330 2 EEE
MULTIPLE COMPLETE i O 7 egnn £ Z3£5F5 3
CHANGE ZONES O O z 223 Z gEgE
ABANDON* 0O O o s géus F z28°° &g
(other) Withdraw Application to Drill AQlgi/o/N (5 =358 2 833z =
Moapde  FZ3F g ofgE 3
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detals, and givezpertinent:dates,
including estimated date of starting any proposed work. If well is directionally drilled, give §®suﬁ ace lgcgtibgs and
measured and true vertical depths for all markers and zones pertinent to this work.)* = & % g ® 3 ;ﬁ O
- $E2g8 5 2373
ARCO 0Oil and Gas Company, Division of Atlantic R‘:ﬁiiel&’ggmpany,
. . . . o bt oS - o
" hereby withdraws it application to drill the cap fgned well. The
acreage has been farmed-out to Texas 0il & Gas oratior #ho
recently completed a well in this section. FL o e

anyg

et
w U
LG OLIERIGLA

-

ouy2

‘Jﬁqedn! el
-t f

It

g - TRl
]| 2

."'
2%
S Z_:- A '
Z = =2
225.% Ex i3
W .2 Ee =2gpv¢
= C . — -4
SC2BVISON QR o ¢
T = —
S O "GASEMINIE
Subsurface Safety Valve: Man T fet@o Sg=a FL
S m B0 ZeEo
. Sw o e ‘5, % fcw
18. | hereby certify that th g true and correct ez U= 20w
sRIce ©9 ©h=g
SIGNE e _Oprns. Mgr.  pare __March: 10, 1980
A. Walthdr Jx. — e
(This space for Federal or State office use) *=zgxs Tz '2‘; .
=& T~ v . Yo
. Sk #FE= 2 RE
APPROVED BY . TITLE DATE =2 T 7 oo o
CONDITIONS OF APPROVAL, IF ANY: EANES Iy o« T
oL - - = I
:‘w < ‘: =8 o
T - & 3
RS & :
e R bt
L "

*See Instructions on Reverse Side
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